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GrateAire - 24"

For steel bolted stringer systems

SPECIFICATIONS
General information
GQGQGQDQDQDQOQOQOQDQDQ @ Die cast aluminum construction
29N N0 N0 N9 N0 N0/ N9 N0 N0 N9 N\ corer
OQOOQOQOOQOQOOQOQOOQOQOOQOQOOQOQ ® Interchangeable with laminated ConCoregand All Steel panels
NSNS AICISIPISAICCISAINIING | @ soropananes
2N N2\ 2N O\ 2N PN PN GNP\ SN PN 2N ® Panel size: 24 inches square
QOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQO ® Panel height at corner: 1.250". Total panel height 1.687".
OQOOQOQOOQOQOOQOQOOQOQOOQOQOOQOQ ® Flange width: .480" to accomodate 3/4" wide stringers.
DOOQOOQ0<>Q00500QO0Q00§00QO0Q0<>Q0<>Q0<>QO ® Panel weight: 4.7 Ib./ft
N 2N GNP\ 2N SN ZN 2N PN SN PN 2N SN o Non-combusible material
NANANACAISANAINANASASNANAINAOT | - Lo
UNINONONONONENINONIN O ONIN s e spread ng
NSNS IS INICCISANINICGIS | @ Aok win o it damper
I\ IN FNIN SN TN SN IN N PN SN ON o I Tea o o o o 0 005K
DOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQO ® Removeable with portable lifting device
R RRRREERE)
UNDERSTRUCTURE OPTIONS
ONISICIPIISICPISPILISICPIIN | 3 ey sty ot singer st
DOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQO ] 4' Heavy duty bolted stringer system
UNINOINOINENONIN OGN OGN ININON
QIS ISN I IS I ISIN IS AT | COATING OPTIONS
NN PN PN PN N PN PN PN ON PN PN N O Bare textured
QOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQOOQO [ Anti-static SparkLite White powder coat finish - 25,000 to
gggogg88088880888808888088880888 20,000,000,000 ohms when tested at 500 volts per NFPA 99
| |
NININENONINENONINEN ONON, O o, ONTROL OFTIONS
QOQOQDQOQOQOQDQDQOQOQO [ single-zone Opposed Blade Damper
TOP VIEW [ Multi-zone Opposed Blade Damper
Static Air Air Volume [Air Volume
1 L L [ P ressure | Volume| w/ damper |w/ damper
il | l(:I)n. H,0) [(CFM) oé(fn (CpFM) Cléged (pCFM)
0.02 916 504 108
SIDE VIEW | 0.04 1320 712 156
0.05 1468 792 172
0.06 1608 876 196
0.08 1860 1008 224
—r— & =TT 0.10 | 2096 | 1128 252
= 0.12 2292 1232 276
0.14 2484 1332 296
0.16 2684 1416 316
0.18 2848 1496 332
0.20 3024 1580 352
System Performance Criteria (Tested on Actual Understructure)
System Type SYSTEM STATIC LOADS ROLLING LOADS IMPACT
Panel Understructure|  WEIGHT Design Safety Factor 10 Passes 10,000 Passes LOADS
Loads (min. 2.0) '

1. System Design Load is based on permanent set < 0.25 mm and is verified by loading panels in accordance with the CISCA
concentrated load method but with panels installed on actual understructure instead of steel blocks. (Testing on blocks does not
represent performance of an actual installation.) Ultimate, Rolling, and Impact Load tests are performed using CISCA test procedures.

2. Safety Factor is Ultimate Load divided by Design Load.
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BOTTOM VIEW WITH DAMPER
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